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Tapping saddle 

for cast iron and steel 

pipe 

EN 

extra-wide stainless steel strap bracket ● secure fit ● safe operation 
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Scope of application 

Our tapping saddle ensures safe installation and reliable tapping of gas or 

water pipes. The seal remains securely in place, preventing damage or flow 

obstruction during tapping. The extra-wide stainless steel strap bracket pre-

vents end twisting, while the profiled rubber insert ensures optimal contact and pro-

tects against electrochemical corrosion. 

 

 

 

Produktbeschreibung 

• Connector piece: EN-GJS-400-15 

• O-ring or wedge gasket available 

• DN 80 - 300 

• Female thread Rp 1"IG - 2"IG 

• Pressure: Gas PN 5, Water PN 16, 60°C, permanent 

• Blue EKB coating 

• Stainless steel strap bracket:80 mm wide, 1.5 mm thick 

• With reinforcement lugs 20 x 5 mm and profiled rubber insert 

• Threaded studs: stainless steel V2A 

• Nuts: stainless steel V4A, Gleitmo-coated 

• Strap bracket compensates for diameter tolerances on cast iron/steel pipes 

• Thread protection caps included 

• Nameplate with product data and tightening torque 

• Flat brackets available in galvanized steel or stainless steel 

 

 

 

 

 

 

 

 

 

 

 

The recommended wedge gasket provides improved 

sealing pressure on the pipe and prevents deposits 

from forming between the saddle body and the gas-

ket.The sealing material is tested and approved in ac-

cordance with DIN EN 549 and DVGW VP 406-A7. 
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